
Hydraulic front mulchers

NAOTEC BHH

Mounting on inter-row tractors

A complete range from 0.90 m to 1.40 m.
NAOTEC BHH grass mulchers are specially 
designed for intensive work on the front of 
straddle tractors.
A 30 cm front opening and a heavy rotor give them 
exceptional performance.
The 5 mm thick body provides unequalled strength.
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t Height adjustable skids and rear depth roller 
of the vine mulcher.

Mulcher hydraulic motor fitted with a free 
wheel.

Rotor equipped with spoon hammers or Y 
blades to order.

The rear anti-projection flap of the vine 
mulcher allows vegetation to be ejected.

2 motors can be fitted: 55-70 L/min or 70- 
90 L/min at 190 bars.

NAOTEC mulchers satisfy all the needs of the market 
whether for maintenance of vine rows, mowing or handling 
prunings left in vineyards. 
Its wide range of mulchers allows it to be fitted on any type 
of carrier vehicle from inter-row tractors to straddle tractors. 
The strength and robustness of the mulchers enable 
exceptional productivity and high speed over the ground. 
From design to manufacturing, everything is done in  
our factory

MODEL WORKING WIDTH  
(M)

OVERALL WIDTH  
(M)

WEIGHT  
(KG) MULCHING ROTOR SCRUB CLEARING 

ROTOR MOWING ROTOR PICK-UP TEETH

BHH 900 0.90 1.00 300
BHH 1050 1.05 1.15 320
BHH 1200 1.20 1.32 340
BHH 1300 1.30 1.42 355
BHH 1400 1.40 1.52 370

: standard, : optional
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